


massima
adattabilita

Le testate mais Zaffrani
sono universali ed adattabili
ad ogni tipo di mietitrebbia.

massima
autonomia

e operazioni di aggancio e
regolazione dell'inclinazione

Klt dl adattamento per della testata cosi come

I'installazione del kit di

u na seconda mletltrebbla adattamento, POSSONO essere

Include una flangia di aggancio, un kit oleodinamico, svolte in autonomia e con
componenti della trasmissione ed alberi cardanici. estrema facilita.

Nota: in fase di ordine e necessario indicare produttore, modello
e anno di costruzione della mietitrebbia.

adaptation kit for
a second cobine

Includes a coupling flange, a hydraulic kit, transmission H
components and cardan shafts. maxim um
Note: at the moment of the order it is necessary to indicate the Qd@pt@b/// ty

model manufacturer and year of construction of the combine. _ .
Zaffrani maize headers

are universal and adaptable

coclee |aterali to any type of combine.

Le coclee laterali sono applicabili ai fianchiin
polietilene per coadiuvare la raccolta in caso di
prodotto aggrovigliato o allettato.

maximum

auton omy
/O terd/ augers The operations of coupling and

The lateral augers can be applied adjusting the inclination of the
to the polyethylene sides to header, as well as the installation
assist collection in the event of the adaptation kit can be

of tangled or entrapped carried out independently and

products. with extreme ease.
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lunga vita grazie ai sistemi di protezione

long life thanks to the protection systems

doppio cardano per potenza bilanciata

double cardan for balanced power

manutenzione mirata ed agevolata
targeted and easy maintenance

apertura dei cofani con sistema idraulico
hydraulic hoods opening system

costruita con materiali elevata qualita

built with high quality materials

ZAFFRANI



testata
MAIS

Sempre attenti all'efficienza dei suoi Always attentive to the efficiency of
prodotti, la Zaffrani esegue su ogni its products, Zaffrani performs strict
macchina severi test di qualita per quality tests on each machine to
assicurare il massimo della resa e ensure maximum performance and
professionalita. professionalism. The Zaffrani headers
Le testate Zaffrani vengono collaudate are tested on the bench in all their
su banco in ogni loro funzione, un bollino functions, an extended quality control
adesivo di controllo ne certifica il pieno sticker certifies that they have been fully
superamento. exceeded.
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header

MAISFLOW

SCHEDA TECNICA INTEGRATIVA TESTATA MAIS
CORN HEADER ADDITIONAL TECHNICAL SHEET

MODELLO ZF 650/ 670 / 675 ZF 850/ 870/ 875 ZF 1250 /1270
MODEL

Tipologia fissa o pieghevole Fissa Fissa Fissa
Fixed/Folding Type Fixed Fixed Fixed

Larghezza Max (m)

Maximun Width (m) 430 6,00 9,00
whl?;? ((:23 1900 2800 3900
Irlw?;frrg:/?/ (((c:/r?q} 50/70/75 50/70/75 50/70
e 6 8 12
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ZF 850/870/875

ZF 1250 /1270
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zaffrani.it

pick-up
pick-up headers

graphics by elicegroup.com

QHFFRan

INNOVATIONS FOR AGRICULTURE

F.lli Zaffrani s.r.l.

Via dell'Industria, 159
62014 Corridonia (MC) Italia
T +39 0733 281385
info@zaffrani.it

ZTM.ITA.EN.01.19

www.zaffrani.it

Al OLOGIA MADE IN ITALY
CREATA DALLA PASSIONE UMANA

‘HVICH TECHNOLOGY MADE IN ITALY
CREATED BY HUMAN PASSION

essiccatoi
dryers




